
 

               VAULT UHF DUAL FREQ LONG RANGE INTEGRATIVE READER 
                           VAULT UHF LONG RANGE PASSIVE CARD 

 
 
 
 
 

 

Model (Order Code) TA-80 UHF RFID Card 
 

Physical Characteristics Dimensions 84(L)*54(W)*0.8(H) mm 
 

Material PVC, PET 
 

Environment Operating Temp -10°C to 50°C (14°F to 122°F) 
 

Storage Temp -10°C to 50°C (14°F to 122°F) 
 

Non-condensing IP-67 
 

Protocol ISO18000-6B/EPC Class1 Gen2 
 

Memory size 2048bits/96bits 
 

Frequencies UHF 
 
 
 
 
 

 

Model (Order Code) TA-80+EM Dual-Frequency RFID Card 
 

Physical Characteristics Dimensions 84(L)*54(W)*0.8(H) mm 
 

Material PVC, PET 
 

Environment Operating Temp -10°C to 50°C (14°F to 122°F) 
 

Storage Temp -10°C to 50°C (14°F to 122°F) 
 

Non-condensing IP-67 
 

 

Protocol ISO18000-6C/EPC Class1 Gen2/ EM 4100 
 
 

Memory size 96bits/40bits 
 

Frequencies UHF + 125 kHz 
 
 
 
 

 

Model (Order Code) TA-80+M1 Dual-Frequency RFID Card 
 

Physical Characteristics Dimensions 84(L)*54(W)*0.8(H) mm 
 

Material PVC, PET 
 

Environment Operating Temp -10°C to 50°C (14°F to 122°F) 
 

Storage Temp -10°C to 50°C (14°F to 122°F) 
 

Non-condensing IP-67 
 

Protocol ISO18000-6C (EPC Class1 Gen2)/ISO/IEC 
 

Memory size 96bits/8Kbits (1K bytes) 
 

Frequencies UHF + 13.56 MHz 
 
 
 


